NOTES:

#8 AWG STRANDED EQUIPMENT
GROUNDING CONDUCTOR

/— CABINET: TYPE AS INDICATED
#6 AWG BARE BONDING CONDUCTOR

/ 3 /6" (MIN) GROUNDING LUG WITH
NUT AND WASHER - TERMINATE
BONDING CONDUCTOR WITH UL
APPROVED GROUNDING LUG

1 UL LISTED GROUND CLAMPS

I SUITABLE FOR CONCRETE
ENCASEMENT OR DIRECT BURIAL.

INSTALL A GROUND CLAMP

ON EACH ANCHOR BOLT (TYP)

FOUNDATION: TYPE AS INDICATED

FIN. GRADE

7/

ANCHOR BOLT (TYP.)

90° FACTORY ELBOW

5 /8" DIA. COPPER -~ CLAD OR 3 /4 " DA,
GALV. STEEL X 10’ LONG GROUND ROD

A\ zom

.

1. BONDING /GROUNDING DETAIL FOR USE WITH SCH. 40 PVC CONDUIT.
2.THE GROUND ROD SHALL BE INSTALLED OBUQUELY THROUGH THE FOUNDATION [N UNDISTURBED SOIL AT AN ANGLE

NOT TO EXCEED 45 DEGREES FROM THE VERTICAL

SCHEDULE 40 PVC CONDUIT AND COUPLING (TYP.)
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